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REVISION HISTORY 
 

Revision Description 

1 Initial Draft of this manual. 
2 Change to power consumption specification 
3 Removed reference to section 7.3 spreadsheet to calculate total 

gamma correction factor. 
4 Reformatted the manual 
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1 – INTRODUCTION 
 
The Applied Physics Systems Model 851 Gamma Sensor is designed to measure 
the background gamma radiation occurring in well bores. This sensor is used 
mainly to detect the presence of porous petroleum reservoirs (such as 
sandstones and limestones), which are generally less radioactive than nonporous 
strata (such as shales). 
 
The Model 851 gamma sensor can be used as either a standalone system or in 
conjunction with Model 850 directional sensors: 
 

• When used as a standalone system, communication with the Model 851 
gamma sensor is by means of a bi-directional serial port operating at TTL 
logic levels. An ASCII command language is used to send commands to the 
Model 851 and data from the Model 851 is sent out in ASCII format. 

• When the Model 851 is used in conjunction with a Model 850 directional 
sensor, a NET interface is used for communication. For the NET 
configuration, data from the Model 851 gamma sensor is continually 
requested by the Model 850 directional sensor and is combined with 
directional data and transmitted out the Model 850 main serial data 
interface. 

 
To achieve high gamma sensitivity, a 0.75-inch diameter by 6-inch long 
scintillation crystal is used to detect gamma rays. Scintillation light flashes 
caused by individual gammas are amplified by using a photo multiplier tube that 
outputs a short pulse for each gamma detected. Pulses are further amplified and 
counted by a microprocessor system that also handles communication with 
external devices. 
 
The Model 851 system also has two 50-gee vibration sensors (accelerometers), 
which can be used to monitor drilling induced vibration and shock. The two 
vibration sensors are oriented to measure axial and transverse shock and 
vibration. 
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2 - SYSTEM SPECIFICATIONS 
 

This section describes the system specification for the Model 851 Gamma Sensor. 
 
Table 1. Model 851 Gamma Sensor Specifications 

Electrical 
Input Voltage Range +15 V to +30 V 
Current Draw 90 mA @ 15 V, 45 mA @ 30 V 
Power Requirement 1.5 W (max) 
Logic Level TTL 
Baud Rate User Programmable up to 9600 baud 
Protocol User selectable, ASCII or Binary 
Environmental Performance 
Operating Temperature Range 0°C to 150°C 
Storage Temperature Range -25°C to +175°C 
Shock 1000 G1ms half sine wave 
Vibration (random) 10 Grms, 50-250Hz 
Performance 
Accuracy ± 5% 
Thin-bed Resolution 6" (236 mm) in an 8” diameter hole 
Range 0 - 511 API counts/second (30 second 

intervals) 

Vibration and Shock Detection 2 axis ± 50 gee 400 Hz 
Physical 
Outside Diameter (O.D.) 1.0” (26.4 mm) 
Length 17.185” (436.5 mm) with standard connectors 
Weight 1.1 lbs (499 grams) 
Scintillation Crystal 0.750" dia. (19.05 mm) and 6" (152.4 mm) in 

length, mounted in 
Stainless Steel Case 

Photomultiplier Tube Hamamatsu Model 3991A 
Connectors Main Connector: MDM9PH003P (ITT Cannon) 

Mating Connector: MDM9SH003L (ITT Cannon) 
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3 - MECHANICAL FEATURES 
 
A drawing of the Model 851 Sensor is shown in Figure 1. When used in pulser or EM 
MWD systems, usually the Model 851 is mechanically connected directly to a 
Model 850 directional sensor and mounted in a cylindrical pressure barrel. An 
overlap mechanical connection using four 8-32 stainless steel screws is used to 
attach the Model 851 to the Model 850 directional sensor. 
 
When the Model 851 is mechanically mated to the Model 850 system, electrical 
connection is also made via a 9-pin MDM connector mounted in the overlap 
recess. This connector is float-mounted to reduce vibration-induced damage 
that can occur in drilling applications. 

 
 
 

 

 

Figure 1. Model 851 Sensor with Shock Mount Rings 

Figure 2. Model 851 Connectors 
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4 - ELECTRICAL INTERFACE 
 
The electrical connections for the Model 851 Gamma Sensor are shown in Table 2. 
 
Table 2. Model 851 Electrical Interface 

MDM Pin Function 
1 Serial (TTL level) from gamma 
2 Serial (TTL level) to gamma 
3 Voltage 
4 Ground 
Remaining pins Not used 

 
Communication with the Model 851 is accomplished via the TTL-level serial 
communications lines shown in Table 2. The Model 851 can be connected to a PC 
for testing if a TTL-to-RS232 conversion box is inserted in the communication lines 
between the Model 851 and PC. 
 
TTL-to-RS232 conversion systems can be supplied by Applied Physics Systems or 
other vendors. 
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5 - DATA INTERFACE 
 

Commands are sent to the Model 851 as ASCII characters at the default baud rate 
of 9600 using 8-bit data words with one stop bit and no parity bit. 

An easy method of communicating with the Model 851 is to use a PC running a 
terminal emulator program such as Windows HyperTerminal or ProComm. When 
these programs are used, any typed commands are sent out the specified COM 
port and any data received from the 851 system are displayed on the PC display 
device. 

When using a terminal emulator, the emulator program must be configured for 
direct connect to a COM port on the PC and the following settings should be used: 

• baud rate = 9600 
• data word = 8-bits 
• no parity 
• stop bits = 1 
• handshaking option = none 

 

All commands to the Model 851 are invoked by multi byte sequences in which the 
first byte is always a command token hex 06 (0x06). The bytes following the token 
define the command being sent. Commands sent to the 851 system are of two 
general types: 

• Binary and ASCII data requests 
• System configuration commands 

 

ASCII data transmitted from the 851 sensor is formatted to be easily displayed on 
a computer monitor. Binary data is transmitted from the 851 sensor in a data 
packet with the following structure: 

 

<Token> <Command> <data1> <data2>…<dataN> <CRCL> <CRCH> <token> <Eot> 

 

Where: 

• <Token> = 0x06, 
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• <CRCL> <CRCH> is a two byte CRC, and 
• <EOT> = (0x06)(0x04) and denotes the end of the packet. 

 

If the token occurs within the requested data sequence it is replaced with two 
tokens. 

Multi-byte binary numbers in the requested data sequence are returned highest 
byte first, then next highest, with the least significant byte last. To send the 
command token using a computer keyboard hold down the control key and type 
the letter f. 

The gamma sensor includes two accelerometers one which measures transverse 
and one which measure axial shock. Both accelerometers have a full scale equal 
to ±50g. The reported data from the accelerometers is calibrated to read in gees. 

The Model 851 system also has a temperature sensor. Data reported from the 
temperature sensor is calibrated to read in degrees centigrade. 

 

6 - MODEL 851 GAMMA SENSOR 
COMMANDS 
 

This section describes the two types of Model 851 gamma sensor commands: 

• Binary data request commands 
• ASCII data request commands 
• Configuration commands 

 

To send a data request command to the 851 system, enter the command token 

<Ctrl/F> 

(pressing the Ctrl key and the f key simultaneously) followed by one of the 
keyboard commands listed in Table 3. Press Enter to send the command. 

The data request commands are listed in the table below: 
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Table 3. Model 851 Data Request Commands 

Keyboard 
Command 

Hex Command Command Result 

0 0x30 Send 851 identity data 
(see Section 6.1.1 for more information) 

1 0x31 Send binary count data in binary 
format 
(see Section 6.1.2 for more information) 

2 0x32 Send Gamma rate data in binary 
format 
(see Section 6.1.3 for more information) 

6 0x36 Send gamma data in ASCII format 
(see Section 6.2.1 for more information) 

7 0x37 Send accelerometer data in ASCII 
format 
(see Section 6.2.2 for more 
information) 

r 0x72 Send 851 configuration data 
(see Section 6.2.3 for more 
information) 

t 0x74 Send temperature data 
! 0x21 Send software version 

 

 
6.1 – MODEL 851 SYSTEM BINARY DATA 
REQUEST COMMANDS 
 

This section describes the binary commands (keyboard commands 0, 1, and 2) in 
Table 3. Model 851 Data Request Commands. 
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6.1.1 - ID COMMAND (KEYBOARD 
COMMAND 0, 0X30 HEX) 
 

The data in this command is the ASCII string "01Gamma 004" which identifies the 
unit. Example of a 0x30 response: 

 
06 30 30 31 47 61 6D 61 20 30 30 34 0A 58 A7 06 04 

 

Table 4 explains the contents of this sample data response packet. 

Table 4. ID Command Format Example Key 

Contents Description 
06 30 Header is the token and echoed command 
30-61 This sequence spells out 01Gamma 
20 ASCII space 
30 30 34 This sequence spells out 004 
0A ASCII line feed 
58 A7 16-bit CRC 
06 04 EOT sequence 

 

6.1.2 - BINARY COUNT COMMAND 
(KEYBOARD COMMAND 1, 0X31 HEX) 
 

This command returns gamma count information in the form of an elapsed time 
and count total since receipt of the last command of this type. The time and 
count are 32-bit integers, with the most significant byte first. The count data is 
followed by the two single bytes representing the maximum accelerations 
(shock) recorded since receipt of the last command. The acceleration values are 
calibrated to read in Gees. The 0x31 command (for a description of the NET 
command, see Section 8) is the command that is used to acquire gamma data in 
the APS EM MWD and APS YYY Pulser MWD systems. 
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Example of a 0x31 response: 

 

06 31 00 02 57 AD 00 00 01 D2 01 01 BB 19 06 04 

 

The table below explains the contents of this response: 

Table 5. Binary Count Command Format Example Key 

Contents Description 
06 31 Header is the token and retransmitted command 
00 02 57 AD The time period in units of 96 µS. Because 00 02 57 AD 

hex is equivalent to 153517 decimal, the time period is 
(153517)*(96e-06) =14.74 seconds 

00 00 01 D2 The count. 00 00 01 D2 Hex = 466 Decimal, so the rate is 
466/14.74=31.61 Counts/sec. 

01 01 Two maximum accelerations recorded since receipt of 
the last command. Maximum transverse shock = 6 Gee 
and maximum axial shock = 2 Gee 

BB 19 16-bit CRC 
06 04 EOT sequence 

 

Note that if this command is issued rapidly, then not enough time will have 
elapsed to obtain an accurate count. This command should not be issued more 
than every three seconds. When this command is received, the count, time 
interval, and accelerometer values are all reset to zero. 

 

 

6.1.3 - BINARY RATE COMMAND 
(KEYBOARD COMMAND 2, 0X32 HEX) 
 

This command is useful because it returns the count rate directly. The sample 
period can be set to 3 or 6 seconds by using the cs3 and cs6 configuration 
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commands or set to a user defined time by using the wa command (see Section 
6.3 for an explanation of these commands). An example of the binary command 
response when the sample period is 6 seconds is given below: 

 

06 32 00 A1 01 01 A9 AD 06 04 

 

The table below explains the contents: 

Table 6. Rate Command Format Example Key 

Contents Description 
06 32 Header is the token and retransmitted 

command 
00 A1 The rate = 161 decimal. The rate in counts per 

second is 
(161/6.29) = 25.6 counts/sec. 

01 01 Two accelerations 
A9 AD 16-bit CRC 
06 04 EOT sequence 

 

6.1.4 - BINARY TRANSMISSION DECODING 
CONVENTION 
 

If a command token (0x06) occurs in the sensor data information, it is replaced 
by (0x06)(0x06).This is to distinguish it from an end of packet or start of packet 
indicator. For example, if a net sensor has the following data to send: 

<0x01> <0x73> <0x06> <0x19> <0x06> <0x06> <0x56> 

The actual transmitted data would be as follows: 

<0x01> <0x73> <0x06> <0x06> <0x19> <0x06> <0x06>> <0x06> <0x06> <0x56> 

Note that the double token becomes four tokens, each pair in the transmitted 
string representing one real data byte in the original message. 

The CRC calculation begins with the command byte, and ends with the last data 
byte. When a token (0x06) occurs in the original data, it is only included once in 
the checksum calculation. If a token byte should occur in the checksum it is 
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expanded to two tokens, but the checksum is otherwise unchanged. If the low 
byte of the CRC is 0x06 (<Token>) then there will be three <Token>s in a row. Two 
<Token>s result from expanding the <Token> in the CRC and the third represents 
the “real” token which indicates the end of the packet. 

 

6.2 – MODEL 851 SYSTEM ASCII DATA 
REQUEST COMMANDS 
 

This section describes the ASCII commands (keyboard commands 6, 7, r, and so 
on) in Table 3. Model 851 Data Request Commands. 

 

6.2.1 - ASCII RATE COMMAND (KEYBOARD 
COMMAND 6, 0X36 HEX) 
 

The ASCII command (0x36) returns the gamma count rate in the following format: 
Time 106306  Counts=273 
Rate= 26.8 cps 
T= +26.37 

 

The time number in the above example is in increments of 96 microseconds. This 
is equivalent to 106306 x 96µS = 10.2 sec. The gamma count in the above example 
is 273 so the rate is 273/10.2=26.8 cps. When the ASCII rate command is received 
the 851 sensor responds by sending the time and number of counts since the last 
ASCII rate command. The time and count values are then zeroed so that time and 
count accumulation can restart. The temperature of the system (+26.37) is also 
included in the ASCII rate response. 

6.2.2 - ASCII ACCELEROMETER COMMAND 
(KEYBOARD COMMAND 7, 0X37 HEX) 
The ASCII command (0x37) reports the maximal transverse and axial shock and 
vibration levels and has the format: 
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Axial Shock Max = 2 gee  
Transverse Shock Max = 6 gee  
Axial Vib RMS = 2.0 gee  
Transverse Vic RMS = 1.1 gee 

The maximum shock values are those values observed since the receipt of the 
last 0x37 command. The RMS vibration values are calculated over a time period 
equal to the last gamma count interval. Shock and vibration are sampled at a 
data rate of 250 samples per second. 

 

6.2.3 - ASCII SEND 851 CONFIG DATA 
COMMAND (KEYBOARD COMMAND R, 0X72 
HEX) 
 

The ASCII command (0x72) response has the following format: 
APS SNG0001 APS Gamma 3.27.01 
Autosend Delay: 100 ms  
Acquisition Period: 6 seconds  
DarkCurrent:+0.000 APICal:+1.00000 
Temperature Corrected APICal:+1.00000 
Tstart:+180.000 T_X2:+0.00002500 T_X1:-0.00350000 T_X0:+1.07000005 
TempScale(degree/count):+0.12130 TempOffset(degree c):+273.0 Cal:+25.0  
Pulseout mode: Uncorrected 

 

The table below explains the contents: 

Table 7. Send Model 851 Config Command Format Example Key 

Contents Description 
APS SNG0001 APS 
Gamma 

Gamma serial number 

Autosend Delay Autosend inter-packet delay time 
Acquisition 
Period 

Gamma count acquisition time 

DarkCurrent, 
Temperature 
Corrected, Tstart, 
Tempscale 

851 API calibration and temperature calibration data. 
The API calibration factor enables the gamma count 
output to be adjusted to the absolute API standard. 

Pulseout Pulseout notation refers to a gamma factory test mode 
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6.3 - MODEL 851 CONFIGURATION 
COMMANDS 
 

To write a configuration command, enter: 

 
<Ctrl/F> 

 

(pressing the Ctrl key and the f key simultaneously) followed by one of the 
keyboard commands listed in Table 8. Press Enter to send the command. 

For example, to set the system to autosend ASCII data, type: 

 

<Ctrl/F> ca1 

 

and press the Enter key. 

The Model 851 system has 22 configuration commands. Many of these commands 
should only be used during the calibration of the 851 system. See Appendix A for a 
complete list of configuration commands. The table below contains the 
configuration commands used to configure the operating characteristics of the 
Model 851 system: 

Table 8. Model 851 Configuration Commands 

Keyboard 
Command 

Command Result 

c h Display the help menu for c-type commands 
c b x Start (x=1) or stop (x=0) binary autosend 
c a x Stop (x=1) or stop (x=0) ASCII autosend 
c r 1200 Set baud rate to 1200 
c r 2400 Set baud rate to 2400 
c r 9600 Set baud rate to 9600 
c s 3 Set gamma count time to 3 seconds 
c s 6 Set gamma count time to 6 seconds 
c o Zero accelerometer output 
w h Display the help menu for w-type commands 
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w a ## Set gamma count time to ## seconds 
w s #### Sets the inter packet delay for autosend mode to #### 

milliseconds 
 

The Model 851 system has two autosend data modes: 

• ASCII autosend 
• Binary autosend 

 

These autosend modes are started and stopped by sending commands as listed 
in Table 8 above. The format of the data transmissions in autosend mode is the 
same as that described for the Binary or ASCII Rate command (Section 6.1.3 and 
Section 6.2.1, respectively). The data acquisition time period used in the autosend 
modes is set using the cs3, cs6, and wa## commands. If the data transmission 
rate is set to be shorter than the data acquisition time, the data sent will not 
change until the data acquisition time has finished. 

 
7 - CORRECTIONS TO THE GAMMA COUNT 
RATE FOR USE IN MWD SYSTEMS 
 

When the Model 851 sensor is used in drilling applications it is generally mounted 
in a beryllium copper pressure vessel and deployed in a (usually nonmagnetic) 
drill collar. In addition, drilling fluids (“drilling mud”) is present in the borehole 
being drilled. These factors tend to reduce the count rate recorded by the 851 
sensor from the true borehole formation count rate. The true borehole count rate 
must be determined; to do so, correct the Model 851 count rate for the following 
factors: 

• Pressure barrel density and thickness 
• Drilling fluid density and thickness 
• Drill collar density and thickness 

 

The three correction factors should be multiplied together to determine the total 
overall correction factor. It is not uncommon for total correction factors to be 5 or 
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greater. Generally the drill collar will produce the largest correction factor. These 
correction factors are described in more detail below. 

7.1 - PRESSURE BARREL CORRECTION (PB 
CORRECTION) 
The following two graphs show pressure barrel correction factors using inch and 
centimeter units. 

 

 

 

 

Figure 3. Pressure Barrel Correction Factors in Inches 
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If a pressure barrel is manufactured with a metal other than beryllium copper 
(density 8.2 gram/cm³) then the PB correction factor should be multiplied by the 
ratio of the density of the new metal divided by the density of beryllium copper. 
For instance for a titanium (TI-6Al-4V alloy) pressure barrel (density 4.43 gram/ 
cm³) the attenuation factor would be the value determined from the above 
graphs multiplied by (4.43/8.2) = 0.54. 

 

7.2 - DRILL COLLAR AND DRILLING FLUID 
CORRECTION (CM CORRECTION) 
 

The first step in determining these corrections is to calculate a Borehole Factor 
(BF). The data required for this calculation are as follows: 

Figure 4. Pressure Barrel Correction Factors in Centimeters 
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1. Collar ID (cm), cid 
2. Collar OD (cm), cod 
3. Bit diameter (cm), bit 
4. Mud density (gram/cm), md 
5. Collar density (gram/cm), cd  

 

The BF is given by the following equation: 

 

BF=(7 + (md * (cid-4.445)/2)) + (cd*(cod-cid)/2) +(md*(bit-cod)/2) 

 

There are two cases resulting from this calculation, BF < 80 and BF>80: 

• If BF<80 then the collar and fluid corrections are determined by the 
following equation: 
 

CM=1/(2.83 * exp(-BF/15 +BF²/3186)) 

• If BF>80 then the collar and fluid corrections are determined by the 
following equation: 

 

CM=1/(2.01 * exp(BF/27)) 

Example calculation: 
cod = 17.15 cm  
cid = 7.14 cm  
bit = 21.59 cm 
md = 13.50 lb/gal = 1.62gram/cm³  
cd = 8.05 gram/cm³ 
PB wall thickness = 0.16” 

The borehole factor is: 

BF = 53.04 

This value is less than 80 so the CM factor is calculated with the first BF equation 
listed above and is: 

CM= 5.02 

The pressure barrel correction factor from the above graphs is: 

PB=1.3 

So the total overall gamma correction is: 

CM*PB = 6.53 
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8 - NET SYSTEMS 
 

The Applied Physics Systems .NET protocol is based on a polled protocol and is 
implemented by means of a two-wire serial data link, which is connected in 
parallel to all auxiliary sensors. 

Information is transmitted in packets, which carry both data and an identification 
of the sensor from which the data comes. All packets have the same basic 
format, regardless of source. 

In a typical system the Model 850 sensor is the NET master, and all other sensors 
are slaves. On power up the NET master queries all 16 possible sensors on the NET. 
Those sensors present answer the query and are added to the list of NET present 
sensors. After the initial power-on, the NET-present sensors are continuously 
queried at a rate of approximately once per second to obtain data. When the 
master sends a command to a slave it responds with a single packet. A slave 
sensor will not send any packets without receiving the appropriate command. 

The Model 850 sensor combines directional data packets and auxiliary sensor 
data packets and transmits these packets out its serial out data link. Packets from 
the various sensors are passed on unchanged to the data link. Interpretation of 
net sensor data takes place at the destination of the serial link which is usually 
another microprocessor. 

The net system electrical connections consist of four wires: 

• Power 
• Ground 
• Serial from the Model 760 or Model 850 sensor to auxiliary sensors 
• Serial to the Model 760 or Model 850 sensor from auxiliary sensors 

 

The net serial lines employ TTL level signals and operate asynchronously at 9600 
baud using a ten bit word consisting of one start bit, eight data bits and one stop 
bit. To enable NET operation, the Model 760 or Model 850 system mode must be 
configured for autosend NET operation. 
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8.1 - NET PACKET DESCRIPTION 
 

Each NET packet containing data is a short string of bytes, with the following 
format: 

<Token> <Command> <data1> <data2>…<dataN> <CRCL> <CRCH> <token> <Eot> 

The table below explains the contents. 

Table 9. NET Packet Key 

Label Description Size 
Token Indicates the start and stop of the packet and 

is always 0x06 (hex 
06), which is an ASCII ACK character. 

1 Byte 

Command Indicates the identity of the sensor and the 
particular command being sent or responded 
to (some sensors will respond to more 
than one command). 

1 Byte 

Data The data bytes carry the information from the 
sensor. The number 
of data bytes depends upon the command. 

Varies 

CRCH, CRCL The high and low bytes of a 16-bit CRC 
checksum 

2 Bytes 

EOT Separates the token from the start of the next 
command, and con- 
firms the end of packet. It is hex 0x04, which is 
an ASCII EOI. 

2 Bytes 

 

If a Token (0x06) occurs in the sensor information, it is replaced by (0x06)(0x06). 
This is to distinguish it from an end of packet (or start of packet) indicator. For 
example, if a net sensor has the following data to send: 

 

<0x01> <0x73> <0x06> <0x19> <0x06> <0x06> <0x56> 

 

This string of bytes is transmitted as: 
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<0x01> <0x73> <0x06> <0x06> <0x19> <0x06> <0x06> <0x06> <0x06> <0x56> 

 

Note that the double token becomes four tokens, each pair in the transmitted 
string representing one token in the original message. 

The CRC calculation begins with the command byte, and ends with the last data 
byte. When a token (0x06) occurs in the original data, it is only included once in 
the checksum calculation. If a token byte should occur in the checksum it is 
expanded to two tokens, but the checksum is otherwise unchanged. If the low 
byte of the CRC is 0x06 (<Token>) then there will be three 

<Token>s in a row. Two <Token>s result from expanding the <Token> in the CRC 
and the third represents the “real” token which indicates the end of the packet. 

Some packets are made up of only two bytes: <Token> <Command>. These do not 
use a checksum and are usually commands being sent from the master to a 
slave, identified by the command byte. When the slave responds the command 
token is the same as the original command token from the master. 

 

8.2 - NET PROTOCOL 
 

Each sensor must respond to at least two commands. The first is an identity 
command. The identity command is always a multiple of 8, and a response 
indicates that the corresponding sensor is present and operating. At present, the 
master looks for any response, and sensors are identified by the command. 

The command packet <Token> <0x30>, for example is the identification command 
to a gamma sensor. The response of the gamma sensor can include information 
such as a serial number, or a short string identifying the sensor. An example might 
be “gamma123”. The addresses available for data commands are the identity 
command plus 1, 2, …, 7. Usually only one or two commands will be used. 

There is no general convention for the meaning of the data bytes; the ultimate 
data receiving and interpretation system must know how to interpret the data 
from the sensor. Integers more than one byte long are sent highest byte first and 
lowest byte last, which is not the convention used in PCs. At present, data request 
commands use a fixed length response, but there is nothing in the general 
protocol to require this. 
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An example of a command response from the Model 851gamma sensor is shown 
below. The data request command sent by the NET master (usually a directional 
sensor) to the 851 system is two bytes: <06> <0x31>. The response is of the form: 

 

<0x06> <0x31> <Time> <Count> <mx> <my> <CRC> <0x06><0x04> 

 

The table below explains the contents. 

Table 10. NET Directional Sensor Command Key 

Label Description Size 
<0x06> Indicates the start and stop of the packet and 

is always 0x06 (hex 
06), which is an ASCII ACK character 

1 Byte 

<0x31> The command directing the sensor to send 
data 

1 Byte 

<Time> The time interval in units of 96 microsecond 
increments since the 
last Net data request 

4 Bytes 

<Count> The gamma count since the last data request 
command 

4 Bytes 

<mx> and <my> Maximum axial <my>and transverse <mx> 
acceleration since last 
data request command 

1 Byte 
each acc 

<CRC> 16-bit checksum 2 Bytes 
<0x06><0x04> End of Transmission 2 Bytes 

 

The length of a command response is 16bytes. All numbers are sent with the most 
significant byte first. 

 

8.3 - THE CRC PROGRAM 
 

The cyclic redundancy check (CRC) begins with CRC=0, and updates the CRC 
with each byte sent. After the last data byte the CRC itself is transmitted. 
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The same routine can be used to check the CRC. Again, start with the CRC=0, and 
update the CRC with each byte received. After the last data byte, the received 
CRC itself is used to update the CRC being computed. If there are no errors the 
resulting CRC should be 0. 

The program can be written as a single-line C program: 
void CalcCRC16(char c) 
{ 
crc = ((WORD)((crc >> 8) ^ crc16tab[ (crc ^ c) & 0xFF ])); 
} 

Remember to set the global variable “CRC” to 0 before beginning the CRC 
calculation.  

The program makes use of a large vector, shown on the following page: 
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const WORD crc16tab[256] = { 

 

 0x0000, 0xc0c1, 0xc181, 0x0140, 0xc301, 0x03c0, 0x0280, 0xc241, 
0xc601, 0x06c0, 0x0780, 0xc741, 0x0500, 0xc5c1, 0xc481, 0x0440, 
0xcc01, 0x0cc0, 0x0d80, 0xcd41, 0x0f00, 0xcfc1, 0xce81, 0x0e40, 
0x0a00, 0xcac1, 0xcb81, 0x0b40, 0xc901, 0x09c0, 0x0880, 0xc841, 
0xd801, 0x18c0, 0x1980, 0xd941, 0x1b00, 0xdbc1, 0xda81, 0x1a40, 
0x1e00, 0xdec1, 0xdf81, 0x1f40, 0xdd01, 0x1dc0, 0x1c80, 0xdc41, 
0x1400, 0xd4c1, 0xd581, 0x1540, 0xd701, 0x17c0, 0x1680, 0xd641, 
0xd201, 0x12c0, 0x1380, 0xd341, 0x1100, 0xd1c1, 0xd081, 0x1040, 
0xf001, 0x30c0, 0x3180, 0xf141, 0x3300, 0xf3c1, 0xf281, 0x3240, 
0x3600, 0xf6c1, 0xf781, 0x3740, 0xf501, 0x35c0, 0x3480, 0xf441, 
0x3c00, 0xfcc1, 0xfd81, 0x3d40, 0xff01, 0x3fc0, 0x3e80, 0xfe41, 
0xfa01, 0x3ac0, 0x3b80, 0xfb41, 0x3900, 0xf9c1, 0xf881, 0x3840, 
0x2800, 0xe8c1, 0xe981, 0x2940, 0xeb01, 0x2bc0, 0x2a80, 0xea41, 
0xee01, 0x2ec0, 0x2f80, 0xef41, 0x2d00, 0xedc1, 0xec81, 0x2c40, 
0xe401, 0x24c0, 0x2580, 0xe541, 0x2700, 0xe7c1, 0xe681, 0x2640, 
0x2200, 0xe2c1, 0xe381, 0x2340, 0xe101, 0x21c0, 0x2080, 0xe041, 
0xa001, 0x60c0, 0x6180, 0xa141, 0x6300, 0xa3c1, 0xa281, 0x6240, 
0x6600, 0xa6c1, 0xa781, 0x6740, 0xa501, 0x65c0, 0x6480, 0xa441, 
0x6c00, 0xacc1, 0xad81, 0x6d40, 0xaf01, 0x6fc0, 0x6e80, 0xae41, 
0xaa01, 0x6ac0, 0x6b80, 0xab41, 0x6900, 0xa9c1, 0xa881, 0x6840, 
0x7800, 0xb8c1, 0xb981, 0x7940, 0xbb01, 0x7bc0, 0x7a80, 0xba41, 
0xbe01, 0x7ec0, 0x7f80, 0xbf41, 0x7d00, 0xbdc1, 0xbc81, 0x7c40, 
0xb401, 0x74c0, 0x7580, 0xb541, 0x7700, 0xb7c1, 0xb681, 0x7640, 
0x7200, 0xb2c1, 0xb381, 0x7340, 0xb101, 0x71c0, 0x7080, 0xb041, 
0x5000, 0x90c1, 0x9181, 0x5140, 0x9301, 0x53c0, 0x5280, 0x9241, 
0x9601, 0x56c0, 0x5780, 0x9741, 0x5500, 0x95c1, 0x9481, 0x5440, 
0x9c01, 0x5cc0, 0x5d80, 0x9d41, 0x5f00, 0x9fc1, 0x9e81, 0x5e40, 
0x5a00, 0x9ac1, 0x9b81, 0x5b40, 0x9901, 0x59c0, 0x5880, 0x9841, 
0x8801, 0x48c0, 0x4980, 0x8941, 0x4b00, 0x8bc1, 0x8a81, 0x4a40, 
0x4e00, 0x8ec1, 0x8f81, 0x4f40, 0x8d01, 0x4dc0, 0x4c80, 0x8c41, 
0x4400, 0x84c1, 0x8581, 0x4540, 0x8701, 0x47c0, 0x4680, 0x8641, 
0x8201, 0x42c0, 0x4380, 0x8341, 0x4100, 0x81c1, 0x8081, 0x4040 

};         
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A - MODEL 851 CONFIGURATION 
COMMAND REFERENCE 
 

A complete listing of the Model 851 configuration commands is shown in Table 11 
below. 

Table 11. Model 851 Configuration Commands 

Keyboard 
Command 

Command Result 

c h Display the help menu for c-type commands 
c b x Start (x=1) or stop (x=0) binary autosend 
c a x Stop (x=1) or stop (x=0) ASCII autosend 
c r 1200 Set baud rate to 1200 
c r 2400 Set baud rate to 2400 
c r 9600 Set baud rate to 9600 
c s 3 Set gamma count time to 3 seconds 
c s 6 Set gamma count time to 6 seconds 
c o Zero accelerometer output 
c d Restore the 851 system to the factory default configuration 
w h Display the help menu for w-type commands 
w ? Send vibration histogram 
w a ## Set gamma count time to ## seconds 
w s #### Sets the inter packet delay for autosend mode to #### 

milliseconds 
w c ### Sets the API calibration factor to ### 
v w = ### Sets the 851 serial number to ### 
w l ## Starts auto temperature calibration by entering the current 

temperature (##) 
w f ### Sets temperature sensor scale factor to ### 

(default=0.1513) 
w o xxx Sets temperature offset factor to xxx (default is 273) 
w t xxx Sets temperature at which temperature compensation is 

active 
W x ### Sets temperature sensor quadratic correction coefficient to 

### (float number) 
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There are two Help commands, ch and wh. Below are samples of the Help output: 

• ch 
 

Configuration Command 
Help With Config Parameter, 
Command: 'contrl+f''c''x''parameter' 
(contrl+f means hold down control key and type f key)  
x= H: Display this help menu 
x= D: Restores configuration to default configuration  
Will ask for verification before applying restore 
x= S: Gamma Acquisition period in seconds (3 or 6) 
(example control+fcS3) sets Acquisition period to 3 seconds  
x= O: Null offsets of Accels 
x= R: Set Baud Rate(1200, 2400, 9600) 
(example: control+fcR9600) sets baud rate to 9600  
x= A: Start or stop ASCII Autosend (1 or 0) 
(example: control+fcA1) starts ASCII autosend 
x= C: Start or stop Autosend vibration sensor outputs (1 or 0)  
(example: control+fcC1) starts vibration autosend 
x= P: Select pulse out mode (C, U, O) 
C = Corrected, U = UnCorrected, O = Off(No pulses, the output is always low 

 

• wh 
 

Help With Write Configuration Parameters  
Write Command: 'contrl+f''w''x''parameter 
(contrl+f means hold down control key and type f key) 
x= A: Gamma Acquisition period in seconds,enter delay 
value (example: contrl+fWA60)sets acquisition period to 
60 seconds 
x= B: Autosend Binary 16, enter 1 for on or 0 for off (example: control+fWB1) 
turns on binary autosend 
Binary-16 is autosend of APS-Net Packet 0x32(Gamma Count, Vib)  
x= C: API Calibration Factor, enter number 
(example: control+fWC1.057)  
x= D: Dark Current, enter number 
(example: control+fWD4.057) 
x= F: Temp sensor scale factor, enter number 
x= H: Shows this list of parameter configuration options  
x= O: Temp sensor Offset,enter number 
x= V: product string,param= enter up to 10 characters  
x= T: Temp comp starting point, enter number 
x= X: Temp comp X2, enter number  
x= Y: Temp comp X1, enter number  
x= Z: Temp comp X0, enter number 

 


