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Revision

Description

1

Initial draft of this manual.

May 2011

Removed the following sections:

- Definition and Method of Calculation of the Orientation
Sensor Angles

- Sensor Based Coordinate System

- Definition of Orientation Angles

- Definitions

- Calculating Roll and Magnetic Roll

- Calculation of Dip Angle

- Calculation of Inclination

- Magnetic Heading (Azimuth, Yaw)

- Relationship Between Magnetic Roll and Gravity Roll

November 2017

Added 3.1 - COORDINATE SYSTEM

Renamed Binary Constants to Byte Constants.

Renamed Floating Constants to Float Constants.

Added a warning about changing float constants in 5.2.1 -

MODEL 1150 INTERNAL CONSTANTS (ACCESSED VIA THE DSI)

Removed Table b. Float Constants.

New format

APRIL 2024
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1 - DESCRIPTION OF THE SYSTEM

The Model 1150 Directional Sensor is designed to enable high accuracy measurement
of the toolface (roll), inclination and azimuth orientation angles in borehole drilling
applications. The 1150 sensor is configured to be a drop-in replacement for Tensor
Inc. (how General Electric, Inc.) directional sensors. The length of the 1150 sensor is
29.2", which is the same length as the Tensor directional sensors.

Note: The optional Model 1050 Directional Sensor is shorter than the Model 1150 sensor
(23.5"). Because of its shorter length, the 1050 system can be mounted for down hole
use in a shorter pressure barrel than the 1150. The shorter length of the 1050 sensor is
the only difference between the 1050 and 1150 sensors. The remainder of this manual
will refer to the 1150 and 1050 sensors as simply the 1150 or the 1150 sensor.

Electrical Connection to the 1150 is provided by a 21-pin MDM connector at the top of
the system and a 15-pin connector at the bottom of the system. The wiring and
mechanical design of these connectors is identical the that found in Tensor
directional sensors.

The Model 1150 sensor employs very high-performance magnetometer and
accelerometer sensors. To maintain high accuracy over the temperature range of
the system, the sensors are temperature compensated. This enables an accuracy of
x0.1° for inclination, accuracy of +£0.4° for toolface, and an accuracy of +0.3° for
azimuth to be achieved over the full temperature range of the system. The 1150 has
two data interfaces, a Tensor compatible interface and a digital serial interface (DSI).

Tensor directional sensors provide a digital data interface by connecting the pins of
a 12-bit serial (SPI bus) Maxim Integrated Circuits serial A to D converter (Max 186) to
the top 21-pin system MDM connector. The user of the system exercises the Maxim
interface to obtain 12-bit accelerometer and magnetometer data from the
directional sensor. The date so obtained is not temperature compensated.

Temperature calibration constants in Tensor systems are stored in an EEROM which is
also accessed through the top 21-pin MDM connector. Users of Tensor systems
acquire the temperature calibration from the EEROM and use this calibration data to

6

APPLIED PHYSICS SYSTEMS, INC. | APPLIEDPHYSICS.COM


https://www.appliedphysics.com/

Q
N\ APPLIED PHYSICS
SYSTEMS

DOC PN: 260-2305 MODEL 1150 USER MANUAL APRIL 2024 REVISION: A

temperature compensate the uncorrected data acquired from the Maxim A to D
converter.

Our implementation exactly duplicates the Maxim 186 interface of Tensor directional
sensors. We can additionally provide temperature, alignment, scale and offset
corrections to the data. The Model 1150 implements the Tensor EEROM interface for
storing the system calibration constants. Because data loaded into the system
Tensor CPLD interface is already temperature compensated all entries into the
EEROM K table are either 1 (for scale factors) or 0 (for offsets and alignment factors).

This in turn means that the used does not need to perform temperature calibration
calculations.

In addition to the Maxim 186 interface the 1150 implements the Tensor EEROM
interface for storing the system calibration constants. Because data loaded into the
system Tensor CPLD interface is already temperature compensated all entries into
the EEROM K table are either 1 (for scale factors) or 0 (for offsets and alignment
factors).

A principal application of the 1150 sensor is as a replacement for the Tensor
directional sensor in Tensor MWD systems. These systems most often employ Tensor
CPU units to acquire data from the directional sensor and forward it to the surface by
means of the Tensor MWD (Pulser) system. Some Tensor MWD systems employ CPU
units manufactured by other companies most notably XXT Systems. The 1150 system
has been tested with and shown to be 100% compatible with either Tensor or XXT CPU
units.
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2 - SYSTEM SPECIFICATIONS

The system specifications for the Model 1150 are displayed in Table 1.

Table 1. Model 1150 System Specifications

Specifications are subject to change without notice.

Electrical

Input Voltage Rang

+15v @ 40mA

Current Draw

A0 mA @ +15V, 40 mA @ -15 V

Power Requirement (max)

W

Logic Level

TTL

Baud Rate

User programmable up to baud 38,400
baud (9600 default)

Environmental

Operating Temperature Range

-20 to + 150°C

Storage Temperature Range

-55 to + 160°C

Shock

1000G Ims half sine wave

Vibration 20G RMS, 5 Hz to 500 Hz
Performance

Azimuth Accuracy (@ n° inclination) +0.3°

Inclination Accuracy +0.1°

Roll (toolface) +£0.4°

Physical

Outside Diameter (OD) 1.360" (35 mm)

Length 29.2" (742 mm)

Weight 1.5 Ibs (681 g)

Connector (top)

MDM2IPHOO03F (ITT Cannon)

Connector (Bottom)

MDMI5SH003B (ITT Cannon)
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3 - MECHANICAL FEATURES

Figure 1 shows an outline drawing of the 1150 sensor. The 1150 system Tensor output
interface uses the coordinate system shown in the bottom two diagrams of Figure 2.
Model 1150 Directional Sensor Coordinate Axes. The output polarity of the
magnetometers is positive when the sensor is pointed North. The accelerometer
output sense is such that if an axis is pointer down the output is positive.

Generally directional sensors produced by Applied Physics System use a coordinate
system different that the Tensor system also shown in Figure 2. Model 1150 Directional
Sensor Coordinate Axes.

Figure 1. Model 1150 Directional Sensor Outline Drawing

2=

PIN MOM

N a
|
[4m—) Y O
Bl * g.64 * B.60 * 3,05
28.20
CONNECTOR 1S: CONNECTQR IS:
NDN-21PHOO3F XDX-155H003B
PIN # FUNCTION PIN # FUNCTION PIN # FUNCTION

1 GND 18 BATTBUS 1 GND
2 +14V to +16Y 17 ADC-DATA IN 2 BATT 2
3 QBUSS 18 NO_CONNECT 4 TXEX
4 NO CONNECT 18 MODE 1 4 NO CONNECT
5 FLOY 20 MODE 2 5 FLOW
6 ADC-CLOCK 21 BATT 2 [~ THROUGH CONNECTIONS - 6 BATTBUS
7 ADC-DATA OUT 7 SERIAL IF to APS (PU
8 ADC-SELECT 8 SERIAL OCT fram APS CPU
9 SCL ¢ [2C) 9 NODE 1
10 SDA ([2C) 10 NODE 2
11 BATT | 11 BATT 1
12 NO CONNECT 12 NO CONNECT
13 PULSER 13 PULSER
14 =14V to -16V 14 NO CONNECT
15 GAMNA 15 GANMA
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3.1 - COORDINATE SYSTEM

Figure 2. Model 1150 Directional Sensor Coordinate Axes
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for up/down

>4

10

APPLIED PHYSICS SYSTEMS, INC. | APPLIEDPHYSICS.COM



https://www.appliedphysics.com/

N
N APPLIED PHYSICS
SYSTEMS

DOC PN: 260-2305 MODEL 1150 USER MANUAL APRIL 2024 REVISION: A

4 - ELECTRICAL INTERFACE

The electrical interface to the 1150 sensor is shown below. The unit powers from a bi-
polar voltage of 14 V to £16 V and consumes a balanced current of 40 mA. The 1150
has two input/output connectors. The main 1/O connector is mounted on the top of
the system and is implemented with a 21-pin male float mount MDM connector.

Table 2 shows the pin functions of this connector.

Table 2. 21-pin MDM Connector Pinout

Pin Function

j—

Ground

+Vin, +14V to +16V
Through Wire 1 (Q-Bus)
No Connect

Through Wire 2 (Flow)
ADC Clock

ADC Data Out

ADC Select
scL (12C EERom)

Ol | N[O bl wW|IN

10 SCA (12C EERom)

n Through Wire 3 (Bat 1)

12 No Connect

13 Through Wire 4 (Pulser)
14 -Vin, -14V to -16V

15 Through Wire 5 (Gamma)
16 Through Wire 6 (Bat Bus)
17 ADC Data In

18 No Connect

19 Through Wire 7 (Mode 1)

Il
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20 Through Wire 8 (Mode 2)
21 Through Wire 9 (Bat 2)

The Model 1150 sensor passes certain electrical connections between the top 21-pin
connector and a bottom mounted 15-pin connector. shows the pin functions of the
bottom mounted, 15-pin female solid mount MDM connector.

Table 3. 15-pin MDM Connector Pinout

Pin Function
1 Ground
2 Through Wire 9 (Bat 2)
3 through Wire 1 (Q-Bus)
4 No Connect
5 Through Wire 2 (Flow)
6 Through Wire 6 (Bat Bus)
7 Serial in to APS CPU (TTL level)
8 Serial out from APS CPU (TTL Level)
9 Through Wire 7 (Mode 1)
10 Through Wire 8 (Mode 2)
n Through Wire 3 (Bat 1)
12 No Connect
13 Through Wire 4 (Pulser)
14 No Connect
15 Through Wire 5 (Gamma)
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5 — MODEL 1150 DATA INTERFACES

The 1150 sensor has two data interfaces:
e Tensor compatible interface

« Digital serial interface (DSI)

5.1 - 1150 TENSOR DATA INTERFACE

The Tensor data interface emulates a Maxim 186 A to D converter and is
implemented with a lattice semiconductor L4256 CPLD. This interface exactly
duplicates the serial A to D data interface used in Tensor directional sensors. The
advantage of using the Lattice CPLD (instead of a Maxim 186 A to D converter) is that
temperature, orthogonality, scale and offset corrections to the sensor output data
have already been made. This means that the sensor correction in the Tensor
microprocessor system should be set to either 1 or 0 as follows (for X,Y,Z
magnetometers and X,Y,Z accelerometer sensors).

KOO =1 Scale

KO1=0 Scale Temp 1

KO2=20 Scale Temp 2

KO3 =0 Scale Temp 3

KO4 =0 Scale Offset

KO5 =0 Scale Offset Temp 1
KO6 =0 Scale Offset Temp 2
KO7 =0 Scale Offset Temp 3
KO8 =0 Scale Orthogonality 1
K09 =0 Scale Orthogonality 2

To conserve battery power in some applications of the 1150, the system power is
constantly turned on and off. The mode of operation for this situation is to 1) turn on
power, 2) wait for the system to stabilize 3) acquire data and 4) turn off power. In
order to ensure that the system stabilizes before the acquisition of data the KTable
power warm up constant should be set to 3.5. See the following section for
instructions on setting up the KTable.

13
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5.1.1 - TENSOR KTABLE CONFIGURATION

It is important to configure the KTables of the Tensor CPU Module for use with the 1150
sensor. The calibration is stored in the sensors memory rather than the CPU so a
dummy calibration table needs to be stored into the CPU.

Use the Tensor program gDirlO menu option Load from Processor to read the current
CPU KTable configuration. Save the current configuration to a disk file so you can
load it later.

i

File Setup Load/Store Help

:General Coefficient Information
Accelerometer Coefficients
Magnetometer Coefficients
Exit

For Help, press F1

Then use the Accelerometer Coefficients and Magnetometers Coefficients options to
set their coefficients.

Accelerometer Coefficients i [ 5]

AxK[00} [1.000000E+00 AyK[00} [1.000000E+00 AzK[oop  11.000000E+00 | Close I
AxK[01]: ﬁm ApK[01]} 0.0000000E +00 AZK[01} |0.0000000E +00
A#K[02}  |0.0000000E+00 ApK[02} [0:0000000E+00 AZK[02} [0.0000000E+00
Aukioo}  OOUOD000E00  Agkqoaj  JODDOGOMOE-00  Agkjoap [0 GOOOD00E-00
Ak  [OD0O0DD0E+00  Agqpap  [ODODDODOES00  Ankqpap [0 OODGOOOE+G0
Awkps;  [O00O0DD0E+00  Agkpsp  [ODOD0ODOE+00  Askqpsp [0 OODGOOE+00
A#K[0g}  |0.0000000E+00 AyK[os}  |0.0000000E+00 AZK[0B]: [0.0000000E+00
Aukio7;  JODOOD0OGE00  Agkqo7;  JOOOOOOOOE00  Agkjorp [0 GOGOD00E 00
AxK[08]: [0.0000000E+00 AypK[08] 0.0000000E +00 AZK[08]: [m
AxK[09] 0.0000000E +00 AyK[03]} W AzK[03]): [m
Asriop  OOD0DOOCE+00  aykjipp  [O.0000000E+00  Apkpigp  [0.000OOOOE+00
AxK[11} 0.0000000E +00 AgK[11} 0.0000000E +00 AZK[11} [U_-Oﬂm
AxK[12]) ﬁ—ﬁm ApK[12} 0.0000000E +00 AZK[12}: m
AxK[13] [0.0000000E+00 ApK[13} 0.0000000E +00 AZK[13]: [0.0000000E+00
AxK[14] [m AyK[14] 0.0000000E +00 AZK[14]: [ﬁm
pck15;  JOOUOOOO0ESD0  Agkqrs  JOODDOONOEW00  askpysy  [O0OOOD00E00

| Label: AxK, Limits: -2.000000E+00 to 2.000000E +00
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This has the KOO coefficients for Magnetometers and Accelerometers set to 1 and all
the rest set to KO1 through K15 set to 0.

General Coefficients must be configured for 1150 operation. Optionally you may want
to fill in the sensor information Manufacture, part number and Serial number.

General Coefficients B x|
Sensor Manufacturer |&pplied Physics
Sensor Manufacturer's Part Mumber {1150
Sensor Manufacturer's Serial Number |4
Last Senso[ Calib[ation IZUUS 091 3.M0untian "\‘l'|ew

Directional Sensor Interface Code

o
Sensor Warmup Time [1.0

Accelerometer Z-Axis Mode Contral On |

Temperature Correction Order I3—

Sensor Signs h_ h— [1_' h_ h_ h—
Magnetometer Full Scale Factar I1 .000000E +00

Accelerometer Full Scale Factor [1.6B6667E +00

Temperature Full Scale Factor |5.DDDDUDE +02

| Label: DCal, Edit String.

Some of the General Coefficients must be configured correctly. Directional Sensor
Interface Code, Sensor Warmup Time, Magnetometer Full Scale Factor,
Accelerometer Full Scale Factor and Temperature Full Scale Factor need to be
configured. The interface code should be set to 2, warmup time should be set 3.5, full
scale magnetometers are 1.0, full scale accelerometers are 1.666667 and
Temperature full scale is 500.0.

Failing to set the interface code to 2 will cause the mags and accels to read about
two times too high and Gtotal to be ~2. Setting sensor warmup time too low wiill
cause the reading to be inaccurate or in some cases zero.

Use Store to Processor menu option in the gDirlO program to write the modified
KTable to the CPU.
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5.2 - MODEL 1150 DIGITAL SERIAL INTERFACE
(DSI)

The DSR in the 1150 is provided by connection to the 15-pin MDM serial in and serial
out pins shown in Figure 1. Model 1150 Directional Sensor Outline Drawing. In most
applications the main connection to the 1150 is through the 21-pin connector.

In order to have the DSI available on this connector jumpers between pins 7

and 10 and between 8 and 11 on the 15-pin MDM connector should be

installed. This connection uses through wire 7 and through wire 8 to reroute
the serial DSI connections to the main 21-pin MDM connector. Some 1150 systems that
use only the DSl interface are permanently wired to use pins 19 and 20 on the main
21-pin MDM connector for the serial in and serial out connections. An external
computer communicates with the 1150 on the serial in line and replies from the 1150
are transmitted out on the serial out line. The serial in and serial out pins operate at
TTL/CMOS levels and are normally set to operate at 9600 baud with one stop bit and
no parity. The user however can change the baud rate by setting bits in the system
EEROM.

Two DSR communication protocols are available: 1) ASCIl and 2) BINARY. The ASCI
protocol is based upon sending ASCII characters (commands) to the 1150 to obtain
data. Data transmitted in response to a command sent out as an ASCII data stream
complete with carriage returns and line feeds so that it can be easily displayed on a
PC display terminal (provided a TTL to RS-232 conversion is made by the user). The
binary 1150 protocol is used for high-speed computer-to-computer interchange. In
this case, one byte is sent to request data. The 1150 then responds with a multi-byte
data packet containing the desired data plus header, checksum and footer.

The system internal constants include a number of byte as well as float constants.
Generally, byte constants are used to control the system operating modes. Float
constants are employed to scale the output data and correct it for temperature
variations.

The DSl is a TTL level serial interface. In the standard configuration, data is
transmitted to the 1150 on pin 1 and transmitted out of the 1150 on pin 2. The default

16
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baud rate is 9600 with one stop bit and no parity.

To communicate with an external personal computer (PC), the TTL levels of the 1150
must be shifted to the RS-232 levels used by the serial ports on PCs. So, an external
adaptor is required to convert the TTL levels to RS-232.

The best way to determine if communication with the 1150 DSI has been established
is to observe the presence of the 1150 sign on message that is transmitted at 9600
baud when power is turned on. The sign-on message for the Model 1150 is:

APS: S/N xxx
Ver: 3.90aBD186F

In the above messages the x’s represent the unit serial number.

5.2.1 — MODEL 1150 INTERNAL CONSTANTS
(ACCESSED VIA THE DSI)

The operating characteristics of the 1150 are controlled by the value of internal byte
constants. The most important constants are shown below.

Table 4. Byte Constant

Byte Constant | Function

00 Enables echoing when non zero.

01 Enables autosend upon power up when = 5A.

Enables sensor A/D count output when zero, sensor output (in Gauss
02 and Gees) when =2 and angle output (roll, inclination, azimuth)
when =3 and Alternate labels (ROLL: PITCH: HEAD:).

05 Controls sending of power up sign on message (default=0, message
enabled).

08 Sets power on mode (e.g., 10 enables ASCIl autosend upon powerup).

09 Baud rate lock (must be =5A if any baud rate other than 9600 is
used).

10 Sets baud rate.

17
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23 Sets up averaging of the output.
35 Sets delay between transmissions in autosend mode.
44 Should be set to FF.
45 Should be set to 07.
46 Should be set to CC.
47 Should be set to 04.
48 Should be set to 8B.
49 Should be set to 06.

Constants 44 and 45 set up the Tensor magnetometer scaling. Constants 46 and 47
set up the Tensor Interface accelerometer scaling. Constants 48 and 49 set up the
Tensor interface temperature scaling.

The MAX 186 A to D converter used in Tensor systems is a 12-bit converter with + and
Minus 2048 counts corresponding to + and minus 2.5 Volts input. Constants 44
through 49 enable scaling of the A to D output. If constants 44 and 45 are set to O7FF
(2047 decimal) then an input voltage of 2.5 Volts produces an output of 2047 A to D
counts. If constants 46 and 47 are set to 04CC then an input voltage of 25 V
produces an output count of 1228 A to D counts. Setting the temperature constants
48 and 49 to 068B sets up the A to D temperature output so that 2.5 V equals 1675
counts. Figure 3 shows a graph of temperature vs. A to D counts.
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Figure 3. Model A to D Counts vs. Temperature
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To enable the Tensor data interface three byte constants should be configured as
follows:

e Byte constant 01 = 5A: Enables auto loading of the system CPLD interface
e Byte constant 02 = 02: Enables calibrated sensor mode

e Byte constant 08 = 16: Enables the Tensor mode

To change the internal system byte constants, a write enable command must first be
issued:

0L <CR>

Where 0 is zero, “L" is the letter “L” and <CR> is a carriage return. When this command
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is sent to the 1150, it will respond with the reply:

enabled!

To write byte constant 02=03, issue the command:

OWC02b03 <CR>

(owriteConstant02byte03) is issued. After receiving this and acting upon it, the 1150
will respond with the reply:

done

The reading of internal constants can be accomplished by issuing the command:

0SC02b <CR>

When this command is sent, the 1150 will respond by sending the value of constant
02. Wildcards are also recognized. The command OSC*b will cause the 1150 to send
the value of all internal byte constants.

In addition to internal byte constants, the 1150 also has a number of float constants.
These are used to store the calibration data in the 1150 Flash memory. These
constants can be read by using the commands:

0SC*f <CR> for all constants
0SCO6F <CR> for constant 06

DO NOT alter float constants or you will invalidate the system calibration. Float
constants are meant for use by Applied Physics Systems personnel only.

The Model 1150 sensor is temperature compensated to insure that the accuracy of
the sensor is maintained over its intended temperature range. The temperature
calibration data is stored in the system Flash memory. This data can be accessed by
using the following commands:

Ost*b <CR>
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Send temperature calibration table in binary format.

Ost*i <CR>

Send temperature calibration table in integer format.

Ost*f <CR>

Send temperature calibration table in float format.

5.3 - DSI ASCIl COMMUNICATION MODE

Communication is initiated when the external computer issues a command such as
ASCII characters 0SD. The characters 0SD stand for serial number 0 Send Data. When
this command is issued, the 1150 will respond with a formatted output similar to the
following.

When internal byte constant 02=02, the 1150 is in sensor output mode and the above
numbers represent the magnetometer X, Y and Z sensor outputs in Gauss and the
accelerometer outputs in gees.

MX: +0.20346 AX: -0.07852
MY: +0.23165 AY: +0.72136

MZ: +0.29525 AZ: +0.70226
TEMP: +28.148

When byte 02=03, the 1150 is in angle mode. When the 1150 is in angle mode the
response to a send data command has the following format.

MX: +35.17825 AX: +198.24032
MY: +90.14559 AY: +0.43326

MZ: +26.76792 AZ: +1.00101
TEMP: +28.026 DA: 55.893

where MX is gravity roll (or toolface), MY is inclination, MZ is Azimuth, AX is magnetic
roll AY is the total magnetic field, AZ is the total gravity field, and DA is the magnetic
field dip angle.
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When byte 02=04, the 1150 is also in angle mode and the response to a send data
command has the following format.

ROLL: +35.17825 MAGROLL:+198.24032
PITCH:+90.14559 MAG: +0.43326

HEAD: +26.76792 GRAV: +1.00101
TEMP: +28.026 DA: 55.893

where ROLL is gravity roll (or toolface), PITCH is inclination, HEAD is Azimuth, MAGROLL
is magnetic roll, MAG is the total magnetic field, GRAV is the total gravity field, and DA
is the magnetic field dip angle.

5.3.1 - CHANGING DATA OUTPUT MODE

The Model 1150 can be configured to output in raw analog to digital (ADC) counts,
sensor values or angles. Data output format is determined by the value of byte
constant 02 as follows:

Table 5. Changing Data Output Mode

Byte 02 Value Output Data Format

0x00 Raw A/D Counts (Uncalibrated)

0x02 Vector Outputs (in gees and Gauss)

0x03 Angular Outputs (with Vector label)

0x04 Angular Outputs with alternate labels (ROLL: PITCH: HEAD)

The nomenclature 0x in the above table indicates that the data following the 0x is in
hexadecimal (“hex”) format.
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5.3.2 - CHANGING THE BAUD RATE

The communications baud rate can be changed by using the following sequence:
1. Set byte constant 10 according to Table 6. Baud Rate Settings
2. Set byte constant 09 to 0x5a.

3. Cycle power off and on.

The following commmands illustrate setting the baud rate to 2400.

01 <CR>
Owcl0b32 <CR>
01 <CR>
Owc09b5a <CR>

When byte constant 09 is set to any value other than 0x5q, the system baud rate is
9600.

Table 6. Baud Rate Settings

Baud Rate Byte 10 Value
300 0x35
1200 0x33
2400 0x32
4800 0x31
9600 0x30
19200 0x05
38400 0x06

5.3.2 — CONFIGURING FOR AUTOSEND

To configure the Model 1150 for autosend, byte constant 01 must to be set to 0x5a and
byte constant 08 needs to be set in accordance with Table 7 below.
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Table 7. Autosend Modes

Autosend Mode Byte 08 Value

Configure for Tensor mode in which the system CPLD is 0x16
continuously loaded

Send Binary Data Continuously on power up OxI1

5.3.4 - AVERAGING AND FILTERING OF
MODEL 1150 OUTPUT DATA

Averaging of the acquired data can be enabled by setting byte constant 23
according to Table 9. Autosend Modes. The response times shown are for a full-scale

change in a sensor output (a change from 0 gee to 1.0 gee for an accelerometer or a
change from 0 Gauss to 0.5 Gauss for a magnetometer).

Table 8. Output Data Averaging and Filtering

Time to reach 90% of final value (seconds)
Byte Constant Averages (n) Magnetometer Accelerometer
(23)
2 2 0.94 1.87
4 4 1.87 3.75
8 8 3.25 7.5
10 16 75 15.0
20 32 15.0 30.0
40 64 30.0 60.0

The above averaging times assume that the low pass filter frequency (see
discussion of the feature in the next paragraph) is set to 30 Hz. The averaging times
are proportional to this frequency so for instance if the low pass filter frequency is set
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to 60 Hz and the number of averages is set to 8 then the time to reach 90% of the
final output is 1.62 seconds.

Each data output of the 1150 is a running average of the previous n data acquisitions.
When a new data point is acquired, a new average is computed by dropping the
oldest data point from the average and adding the new data point.

Another useful feature in reducing noise is the low pass filter capability built into the
system analog to digital converter. The low pass filter attenuates signals at
undesirable frequencies such as those encountered in a high vibration environment.
To set and display the -3 dB point of the filter, use the following set of commands:

To show current setting in Hz:

Osf <CR>

To set the frequency:

01 <CR>
Owfxx <CR>

Where xx= integer value from 20 to 250.

As with any filter operation, the lower the filter cutoff frequency, the slower the
response. Any filter value of 20 Hz to 250 Hz is valid and the factory default setting is
30 Hz. Use of filter values below 20 Hz attenuates the signals significantly therefore
filter values less than 20 Hz should not be used.

5.3.5 - DSI SINGLE PACKET BINARY
COMMUNICATION MODES

In addition to an ASCIl communication mode, the 1150 also has several binary
communications modes:

Single data packet binary communications are initiated by an external computer by
the issuance of a single byte command (ASCII 128). On some computers, these
commands can be sent from a terminal emulator program by holding the Alt key
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down and typing the command number on the number pad on the right side of the
keyboard. After typing the number (128) release the Alt key and the binary command
will be transmitted.

Table 9. Autosend Modes

Command Definition
ASCII 128 Send sensor data in binary format
ASCII13] Send sensor data in binary format

The standard 1150, upon receiving one of these commmands, responds by sending a
binary data packet with one of the structures described below.

Note: Model 1150 systems using Net protocol respond to binary commands by
sending out Net packets.

Command <128>

Sends All Data in an encoded Binary Format. The data is returned by a standard 1150
is as follows:

<SOT><KMX><AX><MY><AY><MZ><AZ><MT><V><Status><CHECK SUM><EOT>
8b 16b 16b 16b 16b 16b 16b 16b 16b 8b 16b 16b

<END>= Ox7FFF (should be unique in the data stream)

<SOT>= 16Decimal or 10 Hex

<Status>= a constant either 0x00 or 0x80, not used in the 1150

<DATA CHECK SUM>= The lower 8 bits of the sum of all the bytes in the data
area padded with 0 in the MSB.

<MX>,<MY>,<MZ> = The Mag. Data encoded as below.

<AX>,<AY><AZ> = The Acc. Data encoded as below.

<MT>= The Temp Data encoded as below.

<V>= Downhole voltage
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All Data is Sent most significant byte first.

The Mag and Acc Data is in a two-byte signed integer format encoded as the float
value times10000. (For example, 0.2345 is encoded as 2345.)

The Temp Data is in a two-byte signed integer format encoded as the float value
times 100. (123.45 = 12345)

The Downhole voltage is a two-byte signed integer format encoded as the float
value multiplied by 100 (12.0 encoded as 1200)

Command «<131>

Sends All Angle Data in an encoded Binary Format. The data is returned by a
standard 1150 is as follows:

<S0T><Roll><MagRoll><Inclination><MagTotal><Azimuth><GTotal><MT><
V><Status><CHECK SUM><EOT>
8b 16b 16b 16b 16b 16b 16b 16b 16b 8b 16b 16b

<END>= Ox7FFF (should be unique in the data stream)

<SOT>= 16 Decimal or 10 Hex

<Status>= a constant either 0x00 or 0x80, not used in the 1150

<CKSUM>= The lower 8 bits of the sum of all the bytes

in the data area from excluding SOT padded in the MSB withO.

<MT>,<V>= The Temp and downhole voltage data encoded as below. All total
field values are encoding by multiplying by1000.

All angles are encoded by multiplying the angle by 10(e.g.123.56=1235.6)

The Temp data is in a two byte signed integer format encoded as the float value
times 100. (123.45 = 12345) The Downhole Voltage is a two byte signed integer format
encoded by multiplying by 10 (10.0=100).

All Data is Sent most significant byte first.
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5.3.6 - DSI AUTOSEND BINARY
COMMUNICATION MODE

Standard binary protocol results in the transmission of data packets with the same
structure as that described above for the response to binary command 128. However,
when in autosend mode, data packets are automatically and continuously sent out
after power is applied. Standard autosend binary mode is selected by setting up the
system byte constants as follows:

e byte constant 08=1I: Selects autosend continuously
e Dbyte constant 01=5a: Autosend enable

» byte constant 35=10: Inserts a small delay between data packets (optional)
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5.3.7 - COMPARISON OF ASCII AND
STANDARD BINARY DATA STRUCTURES

Consider the following data transmissions from a 1150, one in ASCIl mode and one in
standard binary mode:

ASCII

MX: +0.3598 AX: +0.2740
MY: -0.2490 AY: -0.3510

MzZ: +0.0145 AzZ: +0.4711
TEMP: 21.74

STANDARD BINARY

<SOT><KMX><AX><MY><AY><MZ><AZ><TEMP><ANA1><ST><CHECK SUM><EOT>
10 OEOE OAB4 F646 F24A 0091 1267 087E 0320 80 0005 7FFF

The two data transmissions transmit the same data content, but the ASCII data
transmission uses about 8 times more bytes than the binary transmission. The binary
data packet is a much more efficient method of sending data. In addition, binary
data is often much easier to parse than ASCIl data.

Model 1150 binary data packets will always start with a header byte 0x10 and end with
two bytes Ox7FFF. The data is always sent most significant byte (MSB) first, then least
significant byte (LSB). Angle, sensor and temperature data is sent as 16-bit signed
integers.

Table 10 shows the definition of the binary data packet for sensor mode and angle
mode.

Table 10. Binary Data Packets for Sensor and Angle Modes

Byte Sensor Mode Angle Mode
01 SOT = 0x10 SOT = 0x10
02 MX MSB Roll MSB
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03 MX LSB Roll LSB

04 AX MSB Mag Roll MSB

05 AX LSB Mag Roll LSB

06 MY MSB Inclination MSB
07 MY LSB Inclination LSB
08 AY MSB Mag Total MSB
09 AY LSB Mag Total LSB

10 MZ MSB Azimuth MSB

1 MZ LSB Azimuth LSB

12 AZ MSB Total Accel MSB
13 AZ LSB Total Accel LSB
14 Temperature MSB Temperature MSB
15 Temperature LSB Temperature LSB
16 Analog MSB Analog MSB

17 Analog LSB Analog LSB

18 ST ST

19 Checksum Checksum

20 EOT MSB = Ox7F EOT MSB = Ox7F
2] EOT LSB = OXFF EOT LSB = OxFF

Magnetometer and accelerometer sensor values can be decoded by first converting

to decimal and then dividing by 10,000. For instance, in the above transmission:

e MX = OEOE = 3598/10,000 = 0.3598 Gauss

e MY = F646 = -2490/10,000 = -0.2490 Gauss

e AX = 0AB4 =2740/10,000 = 0.2740 gee

Angles are decoded by converting to a decimal value and then dividing by 100. If the

above data packet was data sent in angle mode, you would have:

e MX = OEOE = 3598/100 = 35.98° Roll

e AX = 0AB4 = 2740/100 = 27.40° Magnetic Roll
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Total magnetic field and total acceleration are decoded using the same conversion
as the normal sensor values (divide by 10,000.)

Temperature is decoded by converting to decimal and dividing by 100:
TEMP = 087E = 2174/100 = 21.74°C

The ANALOG MSB and ANALOG LSB transmission represents the 1150 voltage. This
voltage can be decoded by dividing by 100:
ANAI = 320=800/100 = 8.0 (VDC)

The ST byte is a status byte that is unused in the 1150. The value of this byte will have
no meaning.

The CS byte is a checksum. The checksum is calculated by summing all of the bytes
in the transmission before the CS byte excluding the SOT and status (ST) characters.
For the above transmission the checksum is calculated as follows:

CS = OE+OE+0A+B4+F6+46+F2+4A+00+91+12+67+08+7E+03+20 =0505

The checksum is the lower byte of the sum, or 05.

5.4 - CHANGING THE BANDWIDTH OF
OUTPUT DATA

The speed of data updating of the system CPLD can be changed by issuing the
following command:

Owfxxx <CR>

Where xxx is a number between 20 and 250 The default value of f is 30. The f value
sets the frequency of the system main A to D converter. There is a 4 to 1 ratio
between the value of f and the speed at which the system CPLD is updated. For
instance if f=240 then the CPLD new data update rate is 60 samples per second.
Generally when the A to D frequency is set to 240 the magnetometer bandwidth is
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set at 30 Hz to avoid aliasing. A 30 Hz bandwidth is sufficient to enable the
calculation of magnetic roll rate which is useful for some applications.
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6 - ORIENTATION SENSOR AZIMUTH
ACCURACY

6.1 - Orientation Sensor Azimuth Accuracy
as d Function of the Earth’s Magnetic
Field Dip Angle

Orientation sensors measure the horizontal component of the Earth’s magnetic field,
using accelerometers, to determine vertical. At high magnetic field dip angles the
vertical component of the magnetic field becomes much larger that the horizontal
component. This has the consequence that small uncertainties in the direction of
down, or small misalignments of the sensors, can result in large errors in azimuth. At
a dip angle of 90 degrees, there is no horizontal component, and an orientation
sensor based upon the measurement of acceleration and magnetic field will no
longer be able to determine azimuth.

Table 11. Dip Angle and Azimuth Accuracy gives expected errors in azimuth due to
sensor errors of 1 g for accelerometers and 0.5 Gauss for the magnetometers. These
errors could arise from measurement inaccuracy or sensor misalignment. It is
assumed that the pitch is in the middle range -20 to 20 degrees. The errors are
nearly independent of azimuth and roll. Accuracy may be less than shown for small
dip angles, due to imperfect calibration, and other systematic errors, but will be less
than 0.3 degrees.
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Table 11. Dip Angle and Azimuth Accuracy

SiearEs (@) Azimuth Error
(deg.)
89 5
87.5 2
85 1
80 0.5
70 0.26
67 0.23
60 0.175
60 0.072
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6.2- ORIENTATION SENSOR AZIMUTH
ACCURACY AS A FUNCTION OF THE
INCLINATION

Azimuth accuracy becomes poor as one approaches inclination of 0 degrees
(vertical). Refer to Figure 2. Model 1150 Directional Sensor Coordinate Axes for a
definition of the sensor coordinate definition. This is not the result of a real
degradation of sensor performance, but is an artifact of the coordinate system,
which is singular at an inclination of 0 degrees. The following graph shows the
uncertainties in azimuth, as a function of inclination.

At small inclination angles, the error is approximately 1/Inclination (in degrees), while
at larger angles, error will be dominated more by systematic errors, such as
imperfect calibration. It is assumed for this calculation that the accelerometers are
accurate to 0.001 g and the magnetometers are accurate to 0.0005 Gauss. The dip
angle is assumed to be 60 degrees.
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Figure 4. Azimuth Error vs. Inclination
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